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PRODUCT DESCRIPTION: 

Automatic vacuum system DUPLEX. 
CPA vacuum systems with dual pump are mainly used in 
centralized vacuum systems as units suitable for creating and 
maintaining a certain vacuum within the system to allow proper 
operation of the equipment connected. Choose the most 
appropriate unit based on the number of user systems. Installing 
a vacuum system is very advantageous especially from the 
standpoint of energy savings, because the pumps automatically 
switch on only as needed by their user equipment. The standard 
versions of the vacuum systems are made up of the following 
parts: 
• Two lubricated vacuum pumps complete with oil separator

exhaust filter;
• A vacuum-tight welded steel tank complete with condensation

drainage valve;
• Two built-in non-return valves on the pump intakes to keep

the tank in vacuum with the pumps stopped;
• Two FCM type cartridge filters to protect the pumps from any

impurities present in the system.
• A ball valve on the tank fitting to separate it from the system;
• An electrical control panel (standard supply 400 V, 50-60 Hz)

equipped with a door interlock switch, an emergency switch,
a current meter protection, a pression sensor, an automatic
pump toggle device to balance wear and tear of the pumps
and a PLC, which allows the manual and automatic start and
run of the pump guiding all the control and setting parameters.
All enclosed in a metallic housing with IP55 protection;

• Two manually controlled ball valves mounted between the
pumps and tank to isolate the pumps during maintenance;

• A manual valve to drain the condensation that forms inside
the tank.

A FCM type cartridge filter may be mounted upon request 
between the ball valve and the system, to trap any impurities 
present in the latter. All components are painted and mounted 
on the tank to make up a compact, reliable unit. 
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dm3 m3/h mbar - hPa (3~) kW kg [N] 
50Hz 60Hz 50Hz 60Hz 

CPA 2x25/300 9305012 2x LC 25 300 50 58 10 2x 0,75 2x 0,90 165 [1618,6] 
CPA 2x40/300 9305020 2x LC 40 300 80 96 10 2x 1,1 2x 1,35 195 [1913,0] 
CPA 2x60/300 9305021 2x LC 60 300 120 144 10 2x 1,5 2x 1,8 200 [1962,0] 
CPA 2x40/500 9305022 2x LC 40 500 80 96 10 2x 1,1 2x 1,35 280 [2746,8] 
CPA 2x60/500 9305023 2x LC 60 500 120 144 10 2x 1,5 2x 1,8 285 [2795,8] 
CPA 2x106/500 9305026 2x LC 106 500 212 /// 10 2x 2,2 ** /// 340 [3335,4] 

CPA 2x205/1000V 9305027 2x LC 205 1000 * 410 /// 10 2x 5,5 ** /// 580 [5689,8] 
CPA 2x305/1000V 9305025 2x LC 305 1000 * 610 /// 10 2x 7,5 *** /// 600 [5886,0] 

(*)  Vertical tank. 
(**)   IE2 efficiency motor. (***)  IE3 efficiency motor.
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Condensate drain valve 1 

Tank 2 
Filter 3 

Non-return valve 4 
Reinforced PVC hose 5 

Switch-board 6 

Separator vacuum pump valve 7 
Vacuum pump 8 

Plant connection valve 9 
Shock mounts (on request - 1502007) 10 

Absolute pressure sensor 11 

Dimensions A B C D E F G H I L M N O 

CPA 2x25/300 500 1320 515 1630 330 454 245 895 410 50 4 x Ø13 1/4"G 1-1/2"G

CPA 2x40/300 500 1320 515 1630 330 454 245 895 410 50 4 x Ø13 1/4"G 1-1/2"G
CPA 2x60/300 500 1320 515 1630 330 454 245 895 410 50 4 x Ø13 1/4"G 1-1/2"G

CPA 2x40/500 620 1430 540 2020 385 480 300 1020 540 60 4 x Ø13 1/4"G 2"G 
CPA 2x60/500 620 1430 540 2020 385 480 300 1020 540 60 4 x Ø13 1/4"G 2"G 

CPA 2x106/500 710 1400 540 2020 385 480 400 1020 540 60 4 x Ø13 1/4"G 2"G 

CPA 2x205/1000V 1070 2380 790 2500 740 680 110 835 145 1460 4 x Ø13 1/2"G 2"G 
CPA 2x305/1000V 1140 2380 790 2500 740 680 180 835 145 1460 4 x Ø13 1/2"G 2"G 

CPA 2x25/300
CPA 2x40/300
CPA 2x60/300
CPA 2x40/500
CPA 2x60/500
CPA 2x105/500

CPA 2x205/1000V
CPA 2x305/1000V
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